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Case Study: Chieftain 2100X  -  Shannon Valley Quarry
Last October Shannon Valley Quarries 
took delivery of a new Powerscreen 
Chieftain 2100X at their Rathcoole site. 
This site is managed by Mick English 
& Camillus O’Neill and we recently 
caught up with Camillus to find out how 
he is getting on with their new machine. 

Powerscreen Ireland are no strangers 
to this quarry with several of our crush-
ers and screeners currently working 
the site. The range of machines date 
back to their 1996 Chieftain 1600 to 
their new Maxtrak 1300 cone crusher.
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Each week Shannon Valley blast fresh rock, this in turn is fed 
to the Jaw crusher and then directly into the Powerscreen Max-
trak1300. At this stage it is then stockpiled and ran through ei-
ther the Powerscreen Chieftain 2100X or another 3 deck screen 
that they have on site. 

Both deck machines are set up to screen 20mm, 14mm, 10mm 
and dust. The Chieftain 2100X has been on site since October 
2015 and to date is working 10 hour days, 6 days per week, 
problem free. We spoke to Camillus O’Neill about their new 
Powerscreen Chieftain 2100X to see how he finds it after run-
ning it for a number of months. We were delighted, but not sur-
prised when Camillus stated that this Chieftain was superior in 
almost ever way to his other 3 deck screener on site.

Powerscreen Chieftain 2100X at Shannon Valley 

Powerscreen Maxtrak 1300 at Shannon Valley 

1996 Powerscreen Chieftain 1600 at Shannon Valley 

Shannon Valley Quarry, Rathcoole, Co Dublin on the M7 
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Camillus O’Neill talking about a proble free day due to their Powerscreen Chieftain 2100X:
“We have a lot of different machines on site from different companies, the Powerscreen Chieftain 2100X is brilliant, in 
that it’s one of the few machines we have that is problem free. Some machine will give you heartache, not this one.  We 
know it will deliver 3,500 tonne a day, problem free for a long time to come.”

Camillus O’Neill talking about the 
tonnage for their Powerscreen 

Chieftain 2100X:
“We run our machine at a steady 350 
tonne per hour. However we have set 
the top deck at 45mm and the mid 
deck at 35mm and we were working 
it at 750 tonne per hour. The machine 
did what we asked of it, and more.”

Powerscreen Chieftain 2100X conveyors in action.

Camillus O’Neill talking about the fuel savings on the Powerscreen Chieftain 2100X:
“This is our second 3 deck split screener we have on site. The other is not a Powerscreen Chieftain, and it’s costing us 
an extra 100 liters of diesel per day, thats over 30,000 liters per year. The Chieftain is a workhorse, and what’s more, its 
problem free. If I had to sum it up with one word, it would be – “SOLID”.”



CHIEFTAIN

CHIEFTAIN 2100X

The Powerscreen® Chieftain 2100X is designed for medium to large scale operators who 
require large volumes of high specification products. The Chieftain 2100X is the largest 
model to feature a high capacity hopper, belt feeder and radio controlled tipping grid. 

A key feature is the patented hydraulically folding recirculating conveyor on the 3 deck 
version eliminating the need for a crane on site and a 2 bearing screen with adjustable 
screen speed and amplitude with hydraulic screen angle adjustment.

User benefits include a quick set-up time (typically under 30 minutes) with hydraulically 
folding conveyors and track mobility, class leading stockpile discharge heights and a drop 
down tail conveyor and hydraulically raising min conveyor to aid screen media changes.
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Output Potential
Up to 600 tph (661 US tph)* 

Screenbox 
2 Bearing, 2 & 3 deck screenbox 
Size: 6.1m x 1.53m (20’ x 5’)

Feeder Conveyor
Width: 1200mm (47”) 
Variable speed control

Tracks
Width: 500mm (19.7”)

CHIEFTAIN 2100X TRACK (2 DECK) TRACK (3 DECK)

Weight (Est) 34,700kg (76,500lbs) 37,400kg (82,453lbs)

Transport width 3m (9’10) 3m (9’10”)

Transport length 19.01m (62’4”) 19.06m (62’7”)

Transport height 3.47m (11’5”) 3.47 (11’5”)

Working width 18.3m (60’) 18.3m (60’)

Working length 19.8m (64’11”) 19.47m (63’11”)

Working height 5.89m (19’4”) 6.29m (20’8”)

Hopper 
Capacity: 8m3 (10.5yds3 ) 
Adjustable angle reject grid as standard

Tail Conveyor (Finesize)
Width: 1200mm (48”) 
Discharge height: 4.75m (15’7”)  
Lower for screen media changing

Side Conveyor 
(Midsize + Oversize)
Width: 800mm (32”) 
Discharge height: 4.96m (16’3”)

Main Conveyor 

Width: 1050mm (42”) 
Hydraulic raise for screen  
media changing

Power Unit
Tier 3/Stage 3A:  
CAT C4.4 ATAAC 83kW (111hp) (2 Deck) 
CAT C4.4 ATAAC 97kW (130hp) (3 Deck) 
Tier 4i/Stage 3B:  
CAT C4.4 82kW (110hp) (2 Deck) 
CAT C4.4 98kW (131hp) 
CAT C4.4 129.5kW (173.6hp) (3 Deck) 
Fuel tank capacity: 336 L (88 US Gal)

*Output potential depends on application

Engines are available that are certified to US EPA and EU off road diesel emission standards. Talk to your 
dealer about possible certification options (i.e. Tier 3 / Stage IIIA, Tier 4i / Stage IIIB, Tier 4f / Stage IV).

Features & Benefits 

 2 or 3 deck

 Radio controlled tipping grid

 Integrated high capacity variable speed  
belt feeder 

 Oil bath lubricated 2 bearing screenbox

  Heavy duty single shaft screenboxes with 
adjustable stroke, angle and speed

 Screen walkway and access ladder 

 Hydraulic folding conveyors with excellent 
stockpiling capacity

Options 

 Double deck vibrating grizzly 

 Radio controlled tracking

 Anti roll-back

 Dual Power (additional electric hydraulic drive)

 Roll-in bogie prepared

 Roll-in bogie equipped

 Auto lubrication system

 Dust suppression
 Quick release wedge tensioning  

(top/middle decks)

  Oversize transfer conveyor for  
Biomass and recycling (3 deck model)

  Extended recirculating conveyor 
attached for transport (3 deck model)

  Hydraulic screen tensioning (Bottom Deck)

Auxiliary Conveyor 
(3 Deck)
Width: 650mm (26”)
Discharge height: 4.42m (14’ 6”)
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*Output potential depends on application. 
Engines are available that are certified to US EPA and 
EU off road diesel emission standards. Talk to  us at 
Powerscreen Ireland about possible certification options 
(i.e. Tier 3 / Stage IIIA, Tier 4i / Stage IIIB, Tier 4f / Stage IV).


